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1 Models available 

Order- No. Meas. 
range Elect. Output Supply Heating 

4.3150.00.001 0...360° digital: 10 bit serial-synchron. 3,3V…42V DC 
yes 

24 V AC/DC

4.3150.10.001 0...360° digital: 10 bit serial-synchron 3,3V…42V DC no  
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2 Application 

The wind direction transmitter serves for the detection of the horizontal wind direction in the field of 
meteorology and the technology of environmental protection. 

Special characteristics: 

• High level of measuring accuracy and resolution 

• High damping ratio at a small delay distance 

• Low starting threshold 

• Low current consumption (3.3V@1.4 mA)  

• Easy removal, and mounting when changing the ball bearing 

 

For winter time use the wind direction transmitter (see chapter 1 models available) is optionally 
equipped with an electronically regulated heating, which guarantees the smooth-running of the ball 
bearing, and prevents ice forming in the space between the external rotation parts. 
Electrical supply of the wind transmitter heating is provided for ex.. by our power supply unit order-
no. 9.3388.00.000. 

 

 

Remark:  
When using fastening adapters (angle, traverses, etc.) please take a possible ef-
fect on the measurements by turbulences into consideration. 

3 Mode of Operation 

The dynamic characteristics of the wind vane is achieved by the aluminum light-weight construc-
tion. The co-action of wind vane and balance weight results in a high damping ratio with small delay 
distance as excellent characteristic of the complete vane. 

The axis of the wind vane is running in ball bearings and carries a diametrically magnetized magnet 
at the inner end. The angle position of the axis is scanned contact-free by a magnetic angle sensor 
through the position of the magnet field. As the sensor is operated in magnetic saturation, effects 
by external magnetic fields can almost be eliminated. The connected electronics calculates the an-
gle position of the axis and provides the respective serial-synchronous output signal. 

An AC- or DC-voltage of 24 V is intended for the separate supply of the optional heating. In all 
probability, the heating guarantees a trouble-free function of the Wind Direction Transmitter First 
Class even under extreme meteorological icing-conditions.. 

The outer parts of the instrument are made of corrosion-resistant anodized aluminum, and stainless 
steel. Highly effective labyrinth gaskets and O-rings protect the sensitive parts inside the instrument 
against humidity and dust. 
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Table 1: 10 bit Wind Direction Gray Code 

The wind direction (0... 360°) is transformed into a 10 bit Gray-code, and then output. The resolu-
tion is 0,35°. 1024 increments per revolution.  

Increment     0 = 0° = North and corresponds to the sector 0... 0,35° 

Increment 1023 = 359.6°  corresponds to the sector 359.6... 0° 

 
 0 1 2 3 4 5 6 7 8 9 
0           
1 █          
2 █ █         
3  █         
4  █ █        
5 █ █ █        
6 █  █        
7   █        
8   █ █       
9 █  █ █       
10 █ █ █ █       
11  █ █ █       
12  █  █       
13 █ █  █       
14 █   █       
15    █       
16    █ █      
17 █   █ █      
18 █ █  █ █      
19  █  █ █      
20  █ █ █ █      
21 █ █ █ █ █      
22 █  █ █ █      
23   █ █ █      
24   █  █      
25 █  █  █      
26 █ █ █  █      
27  █ █  █      
28  █   █      
29 █ █   █      
30 █    █      
31     █      
32     █ █     
33 █    █ █     
34 █ █   █ █     
35  █   █ █     
36  █ █  █ █     
37 █ █ █  █ █     
38 █  █  █ █     
39   █  █ █     
40   █ █ █ █     
41 █  █ █ █ █     
42 █ █ █ █ █ █     
43  █ █ █ █ █     
44  █  █ █ █     
45 █ █  █ █ █     
46 █   █ █ █     
47    █ █ █     
48    █  █     
49 █   █  █     
50 █ █  █  █     
51  █  █  █     
52  █ █ █  █     
53 █ █ █ █  █     
54 █  █ █  █     
55   █ █  █     
56   █   █     
57 █  █   █     
58 █ █ █   █     
59  █ █   █     
60  █    █     
61 █ █    █     
62 █     █     
63      █     
64      █ █    
65 █     █ █    
66 █ █    █ █    
67  █    █ █    
68  █ █   █ █    
69 █ █ █   █ █    
70 █  █   █ █    
71   █   █ █    
72   █ █  █ █    
73 █  █ █  █ █    
74 █ █ █ █  █ █    
75  █ █ █  █ █    
76  █  █  █ █    
77 █ █  █  █ █    
78 █   █  █ █    
79    █  █ █    
80    █ █ █ █    
81 █   █ █ █ █    
82 █ █  █ █ █ █    
83  █  █ █ █ █    
84  █ █ █ █ █ █    
85 █ █ █ █ █ █ █     

 0 1 2 3 4 5 6 7 8 9 
86 █  █ █ █ █ █    
87   █ █ █ █ █    
88   █  █ █ █    
89 █  █  █ █ █    
90 █ █ █  █ █ █    
91  █ █  █ █ █    
92  █   █ █ █    
93 █ █   █ █ █    
94 █    █ █ █    
95     █ █ █    
96     █  █    
97 █    █  █    
98 █ █   █  █    
99  █   █  █    
100  █ █  █  █    
101 █ █ █  █  █    
102 █  █  █  █    
103   █  █  █    
104   █ █ █  █    
105 █  █ █ █  █    
106 █ █ █ █ █  █    
107  █ █ █ █  █    
108  █  █ █  █    
109 █ █  █ █  █    
110 █   █ █  █    
111    █ █  █    
112    █   █    
113 █   █   █    
114 █ █  █   █    
115  █  █   █    
116  █ █ █   █    
117 █ █ █ █   █    
118 █  █ █   █    
119   █ █   █    
120   █    █    
121 █  █    █    
122 █ █ █    █    
123  █ █    █    
124  █     █    
125 █ █     █    
126 █      █    
127       █    
128       █ █   
129 █      █ █   
130 █ █     █ █   
131  █     █ █   
132  █ █    █ █   
133 █ █ █    █ █   
134 █  █    █ █   
135   █    █ █   
136   █ █   █ █   
137 █  █ █   █ █   
138 █ █ █ █   █ █   
139  █ █ █   █ █   
140  █  █   █ █   
141 █ █  █   █ █   
142 █   █   █ █   
143    █   █ █   
144    █ █  █ █   
145 █   █ █  █ █   
146 █ █  █ █  █ █   
147  █  █ █  █ █   
148  █ █ █ █  █ █   
149 █ █ █ █ █  █ █   
150 █  █ █ █  █ █   
151   █ █ █  █ █   
152   █  █  █ █   
153 █  █  █  █ █   
154 █ █ █  █  █ █   
155  █ █  █  █ █   
156  █   █  █ █   
157 █ █   █  █ █   
158 █    █  █ █   
159     █  █ █   
160     █ █ █ █   
161 █    █ █ █ █   
162 █ █   █ █ █ █   
163  █   █ █ █ █   
164  █ █  █ █ █ █   
165 █ █ █  █ █ █ █   
166 █  █  █ █ █ █   
167   █  █ █ █ █   
168   █ █ █ █ █ █   
169 █  █ █ █ █ █ █   
170 █ █ █ █ █ █ █ █   
171  █ █ █ █ █ █ █    

 0 1 2 3 4 5 6 7 8 9 
172  █  █ █ █ █ █   
173 █ █  █ █ █ █ █   
174 █   █ █ █ █ █   
175    █ █ █ █ █   
176    █  █ █ █   
177 █   █  █ █ █   
178 █ █  █  █ █ █   
179  █  █  █ █ █   
180  █ █ █  █ █ █   
181 █ █ █ █  █ █ █   
182 █  █ █  █ █ █   
183   █ █  █ █ █   
184   █   █ █ █   
185 █  █   █ █ █   
186 █ █ █   █ █ █   
187  █ █   █ █ █   
188  █    █ █ █   
189 █ █    █ █ █   
190 █     █ █ █   
191      █ █ █   
192      █  █   
193 █     █  █   
194 █ █    █  █   
195  █    █  █   
196  █ █   █  █   
197 █ █ █   █  █   
198 █  █   █  █   
199   █   █  █   
200   █ █  █  █   
201 █  █ █  █  █   
202 █ █ █ █  █  █   
203  █ █ █  █  █   
204  █  █  █  █   
205 █ █  █  █  █   
206 █   █  █  █   
207    █  █  █   
208    █ █ █  █   
209 █   █ █ █  █   
210 █ █  █ █ █  █   
211  █  █ █ █  █   
212  █ █ █ █ █  █   
213 █ █ █ █ █ █  █   
214 █  █ █ █ █  █   
215   █ █ █ █  █   
216   █  █ █  █   
217 █  █  █ █  █   
218 █ █ █  █ █  █   
219  █ █  █ █  █   
220  █   █ █  █   
221 █ █   █ █  █   
222 █    █ █  █   
223     █ █  █   
224     █   █   
225 █    █   █   
226 █ █   █   █   
227  █   █   █   
228  █ █  █   █   
229 █ █ █  █   █   
230 █  █  █   █   
231   █  █   █   
232   █ █ █   █   
233 █  █ █ █   █   
234 █ █ █ █ █   █   
235  █ █ █ █   █   
236  █  █ █   █   
237 █ █  █ █   █   
238 █   █ █   █   
239    █ █   █   
240    █    █   
241 █   █    █   
242 █ █  █    █   
243  █  █    █   
244  █ █ █    █   
245 █ █ █ █    █   
246 █  █ █    █   
247   █ █    █   
248   █     █   
249 █  █     █   
250 █ █ █     █   
251  █ █     █   
252  █      █   
253 █ █      █   
254 █       █   
255        █   
256        █ █  
257        █ █   
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 0 1 2 3 4 5 6 7 8 9 
258 █ █      █ █  
259  █      █ █  
260  █ █     █ █  
261 █ █ █     █ █  
262 █  █     █ █  
263   █     █ █  
264   █ █    █ █  
265 █  █ █    █ █  
266 █ █ █ █    █ █  
267  █ █ █    █ █  
268  █  █    █ █  
269 █ █  █    █ █  
270 █   █    █ █  
271    █    █ █  
272    █ █   █ █  
273 █   █ █   █ █  
274 █ █  █ █   █ █  
275  █  █ █   █ █  
276  █ █ █ █   █ █  
277 █ █ █ █ █   █ █  
278 █  █ █ █   █ █  
279   █ █ █   █ █  
280   █  █   █ █  
281 █  █  █   █ █  
282 █ █ █  █   █ █  
283  █ █  █   █ █  
284  █   █   █ █  
285 █ █   █   █ █  
286 █    █   █ █  
287     █   █ █  
288     █ █  █ █  
289 █    █ █  █ █  
290 █ █   █ █  █ █  
291  █   █ █  █ █  
292  █ █  █ █  █ █  
293 █ █ █  █ █  █ █  
294 █  █  █ █  █ █  
295   █  █ █  █ █  
296   █ █ █ █  █ █  
297 █  █ █ █ █  █ █  
298 █ █ █ █ █ █  █ █  
299  █ █ █ █ █  █ █  
300  █  █ █ █  █ █  
301 █ █  █ █ █  █ █  
302 █   █ █ █  █ █  
303    █ █ █  █ █  
304    █  █  █ █  
305 █   █  █  █ █  
306 █ █  █  █  █ █  
307  █  █  █  █ █  
308  █ █ █  █  █ █  
309 █ █ █ █  █  █ █  
310 █  █ █  █  █ █  
311   █ █  █  █ █  
312   █   █  █ █  
313 █  █   █  █ █  
314 █ █ █   █  █ █  
315  █ █   █  █ █  
316  █    █  █ █  
317 █ █    █  █ █  
318 █     █  █ █  
319      █  █ █  
320      █ █ █ █  
321 █     █ █ █ █  
322 █ █    █ █ █ █  
323  █    █ █ █ █  
324  █ █   █ █ █ █  
325 █ █ █   █ █ █ █  
326 █  █   █ █ █ █  
327   █   █ █ █ █  
328   █ █  █ █ █ █  
329 █  █ █  █ █ █ █  
330 █ █ █ █  █ █ █ █  
331  █ █ █  █ █ █ █  
332  █  █  █ █ █ █  
333 █ █  █  █ █ █ █  
334 █   █  █ █ █ █  
335    █  █ █ █ █  
336    █ █ █ █ █ █  
337 █   █ █ █ █ █ █  
338 █ █  █ █ █ █ █ █  
339  █  █ █ █ █ █ █  
340  █ █ █ █ █ █ █ █  
341 █ █ █ █ █ █ █ █ █  
342 █  █ █ █ █ █ █ █  
343   █ █ █ █ █ █ █  

 0 1 2 3 4 5 6 7 8 9 
344   █  █ █ █ █ █  
345 █  █  █ █ █ █ █  
346 █ █ █  █ █ █ █ █  
347  █ █  █ █ █ █ █  
348  █   █ █ █ █ █  
349 █ █   █ █ █ █ █  
350 █    █ █ █ █ █  
351     █ █ █ █ █  
352     █  █ █ █  
353 █    █  █ █ █  
354 █ █   █  █ █ █  
355  █   █  █ █ █  
356  █ █  █  █ █ █  
357 █ █ █  █  █ █ █  
358 █  █  █  █ █ █  
359   █  █  █ █ █  
360   █ █ █  █ █ █  
361 █  █ █ █  █ █ █  
362 █ █ █ █ █  █ █ █  
363  █ █ █ █  █ █ █  
364  █  █ █  █ █ █  
365 █ █  █ █  █ █ █  
366 █   █ █  █ █ █  
367    █ █  █ █ █  
368    █   █ █ █  
369 █   █   █ █ █  
370 █ █  █   █ █ █  
371  █  █   █ █ █  
372  █ █ █   █ █ █  
373 █ █ █ █   █ █ █  
374 █  █ █   █ █ █  
375   █ █   █ █ █  
376   █    █ █ █  
377 █  █    █ █ █  
378 █ █ █    █ █ █  
379  █ █    █ █ █  
380  █     █ █ █  
381 █ █     █ █ █  
382 █      █ █ █  
383       █ █ █  
384       █  █  
385 █      █  █  
386 █ █     █  █  
387  █     █  █  
388  █ █    █  █  
389 █ █ █    █  █  
390 █  █    █  █  
391   █    █  █  
392   █ █   █  █  
393 █  █ █   █  █  
394 █ █ █ █   █  █  
395  █ █ █   █  █  
396  █  █   █  █  
397 █ █  █   █  █  
398 █   █   █  █  
399    █   █  █  
400    █ █  █  █  
401 █   █ █  █  █  
402 █ █  █ █  █  █  
403  █  █ █  █  █  
404  █ █ █ █  █  █  
405 █ █ █ █ █  █  █  
406 █  █ █ █  █  █  
407   █ █ █  █  █  
408   █  █  █  █  
409 █  █  █  █  █  
410 █ █ █  █  █  █  
411  █ █  █  █  █  
412  █   █  █  █  
413 █ █   █  █  █  
414 █    █  █  █  
415     █  █  █  
416     █ █ █  █  
417 █    █ █ █  █  
418 █ █   █ █ █  █  
419  █   █ █ █  █  
420  █ █  █ █ █  █  
421 █ █ █  █ █ █  █  
422 █  █  █ █ █  █  
423   █  █ █ █  █  
424   █ █ █ █ █  █  
425 █  █ █ █ █ █  █  
426 █ █ █ █ █ █ █  █  
427  █ █ █ █ █ █  █  
428  █  █ █ █ █  █  
429 █ █  █ █ █ █  █   

 0 1 2 3 4 5 6 7 8 9 
430 █   █ █ █ █  █  
431    █ █ █ █  █  
432    █  █ █  █  
433 █   █  █ █  █  
434 █ █  █  █ █  █  
435  █  █  █ █  █  
436  █ █ █  █ █  █  
437 █ █ █ █  █ █  █  
438 █  █ █  █ █  █  
439   █ █  █ █  █  
440   █   █ █  █  
441 █  █   █ █  █  
442 █ █ █   █ █  █  
443  █ █   █ █  █  
444  █    █ █  █  
445 █ █    █ █  █  
446 █     █ █  █  
447      █ █  █  
448      █   █  
449 █     █   █  
450 █ █    █   █  
451  █    █   █  
452  █ █   █   █  
453 █ █ █   █   █  
454 █  █   █   █  
455   █   █   █  
456   █ █  █   █  
457 █  █ █  █   █  
458 █ █ █ █  █   █  
459  █ █ █  █   █  
460  █  █  █   █  
461 █ █  █  █   █  
462 █   █  █   █  
463    █  █   █  
464    █ █ █   █  
465 █   █ █ █   █  
466 █ █  █ █ █   █  
467  █  █ █ █   █  
468  █ █ █ █ █   █  
469 █ █ █ █ █ █   █  
470 █  █ █ █ █   █  
471   █ █ █ █   █  
472   █  █ █   █  
473 █  █  █ █   █  
474 █ █ █  █ █   █  
475  █ █  █ █   █  
476  █   █ █   █  
477 █ █   █ █   █  
478 █    █ █   █  
479     █ █   █  
480     █    █  
481 █    █    █  
482 █ █   █    █  
483  █   █    █  
484  █ █  █    █  
485 █ █ █  █    █  
486 █  █  █    █  
487   █  █    █  
488   █ █ █    █  
489 █  █ █ █    █  
490 █ █ █ █ █    █  
491  █ █ █ █    █  
492  █  █ █    █  
493 █ █  █ █    █  
494 █   █ █    █  
495    █ █    █  
496    █     █  
497 █   █     █  
498 █ █  █     █  
499  █  █     █  
500  █  █ █    █  
501 █ █  █ █    █  
502 █  █ █     █  
503   █ █     █  
504   █      █  
505 █  █      █  
506 █ █ █      █  
507  █ █      █  
508    █     █  
509 █   █     █  
510 █        █  
511         █  
512         █ █ 
513 █        █ █ 
514 █ █       █ █ 
515  █       █ █  
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 0 1 2 3 4 5 6 7 8 9 
516  █ █      █ █ 
517 █ █ █      █ █ 
518 █  █      █ █ 
519   █      █ █ 
520   █ █     █ █ 
521 █  █ █     █ █ 
522 █ █ █ █     █ █ 
523  █   █ █   █ █ 
524  █    █   █ █ 
525 █ █    █   █ █ 
526 █   █     █ █ 
527    █     █ █ 
528    █ █    █ █ 
529 █   █ █    █ █ 
530 █ █    █ █  █ █ 
531  █    █ █  █ █ 
532  █   █ █ █  █ █ 
533 █ █   █ █ █  █ █ 
534 █  █ █ █    █ █ 
535   █ █ █    █ █ 
536   █  █    █ █ 
537 █  █  █    █ █ 
538 █ █   █  █  █ █ 
539  █   █  █  █ █ 
540  █     █  █ █ 
541 █ █   █    █ █ 
542 █    █    █ █ 
543     █    █ █ 
544     █ █   █ █ 
545 █    █ █   █ █ 
546 █ █   █ █   █ █ 
547  █   █ █   █ █ 
548  █ █  █ █   █ █ 
549 █ █ █  █ █   █ █ 
550 █  █  █ █   █ █ 
551   █  █ █   █ █ 
552   █ █ █ █   █ █ 
553 █  █ █ █ █   █ █ 
554 █ █  █ █ █ █  █ █ 
555  █ █ █ █ █   █ █ 
556  █  █ █ █   █ █ 
557 █ █  █ █ █   █ █ 
558 █   █ █ █   █ █ 
559    █ █ █   █ █ 
560    █  █   █ █ 
561 █   █  █   █ █ 
562 █ █  █  █   █ █ 
563  █  █  █   █ █ 
564  █ █ █  █   █ █ 
565 █ █ █ █  █   █ █ 
566 █  █ █  █   █ █ 
567   █ █  █   █ █ 
568   █   █   █ █ 
569 █  █   █   █ █ 
570 █  █ █   █  █ █ 
571   █ █   █  █ █ 
572   █    █  █ █ 
573 █  █    █  █ █ 
574 █      █  █ █ 
575       █  █ █ 
576      █ █  █ █ 
577 █     █ █  █ █ 
578 █ █    █ █  █ █ 
579  █    █ █  █ █ 
580  █ █   █ █  █ █ 
581 █ █ █   █ █  █ █ 
582 █  █   █ █  █ █ 
583   █   █ █  █ █ 
584   █ █  █ █  █ █ 
585 █  █ █  █ █  █ █ 
586 █ █ █ █ █  █ █  █ 
587  █ █ █ █  █ █  █ 
588   █ █ █  █ █  █ 
589 █  █ █ █  █ █  █ 
590 █   █ █  █ █  █ 
591    █ █  █ █  █ 
592    █ █ █ █ █  █ 
593 █   █ █ █ █ █  █ 
554 █ █  █ █ █ █ █  █ 
595  █  █ █ █ █ █  █ 
596  █ █ █ █ █ █ █  █ 
597 █ █ █ █ █ █ █ █  █ 
598 █  █ █ █ █ █ █  █ 
599   █ █ █ █ █ █  █ 
600   █  █ █ █ █  █ 
601 █  █  █ █ █ █  █ 

 0 1 2 3 4 5 6 7 8 9 
602 █ █ █  █  █ █ █ █ 
603  █ █  █  █ █ █ █ 
604  █  █   █ █ █ █ 
605 █ █   █ █ █  █ █ 
606 █    █ █ █  █ █ 
607     █ █ █  █ █ 
608     █  █  █ █ 
609 █    █  █  █ █ 
610 █ █   █  █  █ █ 
611  █   █  █  █ █ 
612  █ █  █  █  █ █ 
613 █ █ █  █  █  █ █ 
614 █  █  █  █  █ █ 
615   █  █  █  █ █ 
616   █ █ █  █  █ █ 
617 █  █ █ █  █  █ █ 
618 █ █ █ █ █  █  █ █ 
619  █ █ █ █  █  █ █ 
620  █  █ █  █  █ █ 
621 █ █  █ █  █  █ █ 
622 █   █ █  █  █ █ 
623    █ █  █  █ █ 
624    █   █  █ █ 
625 █   █   █  █ █ 
626 █ █  █   █  █ █ 
627  █  █   █  █ █ 
628  █ █ █   █  █ █ 
629 █ █ █ █   █  █ █ 
630 █  █ █   █  █ █ 
631   █ █   █  █ █ 
632   █    █  █ █ 
633 █  █    █  █ █ 
634 █ █ █    █  █ █ 
635  █ █    █  █ █ 
636  █     █  █ █ 
637 █ █     █  █ █ 
638 █      █  █ █ 
639       █  █ █ 
640   █     █ █ █ 
641 █   █    █ █ █ 
642 █ █     █ █ █ █ 
643  █     █ █ █ █ 
644  █ █ █    █ █ █ 
645 █ █ █ █    █ █ █ 
646 █  █ █    █ █ █ 
647   █ █    █ █ █ 
648   █  █ █  █ █ █ 
649 █  █  █ █  █ █ █ 
650 █ █ █  █ █  █ █ █ 
651  █ █  █ █  █ █ █ 
652  █   █ █  █ █ █ 
653 █ █   █ █  █ █ █ 
654 █    █ █  █ █ █ 
655     █ █  █ █ █ 
656     █ █ █ █ █ █ 
657 █   █ █  █ █ █ █ 
658 █ █  █ █  █ █ █ █ 
659  █  █ █  █ █ █ █ 
660  █ █ █ █  █ █ █ █ 
661 █ █  █ █ █ █ █ █ █ 
662 █  █ █ █  █ █ █ █ 
663   █ █ █  █ █ █ █ 
664   █  █  █ █ █ █ 
665 █  █  █  █ █ █ █ 
666 █  █ █ █  █ █ █ █ 
667  █ █  █  █ █ █ █ 
668  █   █  █ █ █ █ 
669 █ █   █  █ █ █ █ 
670 █    █  █ █ █ █ 
671      █ █ █ █ █ 
672  █    █ █ █ █ █ 
673 █    █ █ █ █ █ █ 
674 █ █   █ █ █ █ █ █ 
675  █   █ █ █ █ █ █ 
676  █ █  █ █ █ █ █ █ 
677 █ █ █  █ █ █ █ █ █ 
678 █  █  █ █ █ █ █ █ 
679   █  █ █ █ █ █ █ 
680   █ █ █ █ █ █ █ █ 
681 █  █ █ █ █ █ █ █ █ 
682 █ █ █ █ █ █ █ █ █ █ 
683  █ █ █ █ █ █ █ █ █ 
684  █  █ █ █ █ █ █ █ 
685 █ █  █ █ █ █ █ █ █ 
686 █   █ █ █ █ █ █ █ 
687    █ █ █ █ █ █ █  

 0 1 2 3 4 5 6 7 8 9 
688    █  █ █ █ █ █ 
689 █   █  █ █ █ █ █ 
690 █ █  █  █ █ █ █ █ 
691  █  █  █ █ █ █ █ 
692  █ █ █  █ █ █ █ █ 
693 █ █ █ █  █ █ █ █ █ 
694 █  █ █  █ █ █ █ █ 
695   █ █  █ █ █ █ █ 
696   █   █ █ █ █ █ 
697 █  █   █ █ █ █ █ 
698 █ █ █   █ █ █ █ █ 
699  █ █   █ █ █ █ █ 
700  █    █ █ █ █ █ 
701 █ █    █ █ █ █ █ 
702 █     █ █ █ █ █ 
703      █ █ █ █ █ 
704      █  █ █ █ 
705 █  █ █    █  █ 
706 █    █ █ █ █  █ 
707  █    █  █ █ █ 
708  █ █   █  █ █ █ 
709 █ █ █   █  █ █ █ 
710 █  █   █  █ █ █ 
711   █   █  █ █ █ 
712   █ █  █  █ █ █ 
713 █  █ █ █ █  █  █ 
714 █ █ █ █ █ █  █  █ 
715  █ █ █ █ █  █  █ 
716  █  █ █ █  █  █ 
717 █ █  █  █  █ █ █ 
718 █   █  █  █ █ █ 
719    █  █  █ █ █ 
720    █ █ █  █ █ █ 
721 █  █ █  █ █ █  █ 
722 █ █ █ █  █ █ █  █ 
723  █  █ █ █  █ █ █ 
724  █ █ █ █ █  █ █ █ 
725 █ █ █ █ █ █  █ █ █ 
726 █  █ █ █ █  █ █ █ 
727   █ █ █ █  █ █ █ 
728   █  █ █  █ █ █ 
729 █   █ █ █ █ █  █ 
730 █ █  █ █ █ █ █  █ 
731  █  █ █ █ █ █  █ 
732  █   █ █ █ █  █ 
733 █ █   █ █ █ █  █ 
734 █    █ █ █ █  █ 
735     █ █ █ █  █ 
736     █ █ █   █ 
737 █   █ █  █   █ 
738 █   █ █ █ █   █ 
739  █   █ █ █   █ 
740  █ █  █ █ █   █ 
741 █ █ █  █ █ █   █ 
742 █  █  █ █ █   █ 
743   █  █ █ █   █ 
744   █ █ █ █ █   █ 
745 █  █ █ █ █ █   █ 
746 █ █ █ █ █ █ █   █ 
747  █ █ █ █ █ █   █ 
748  █  █ █ █ █   █ 
749 █ █  █ █   █ █ █ 
750 █   █ █   █ █ █ 
751    █ █   █ █ █ 
752    █    █ █ █ 
753 █  █ █  █    █ 
754 █ █ █ █  █    █ 
755  █  █    █ █ █ 
756  █ █ █ █    █ █ 
757 █ █ █ █ █    █ █ 
758 █  █ █ █    █ █ 
759   █ █ █    █ █ 
760       █ █ █ █ 
761 █  █     █ █ █ 
762 █ █ █ █     █ █ 
763  █ █ █     █ █ 
764  █ █      █ █ 
765 █ █      █ █ █ 
766 █       █ █ █ 
767  █       █ █ 
768  █       █  
769 █       █  █ 
770 █ █      █  █ 
771  █      █  █ 
772  █ █     █  █ 
773 █ █ █ █     █   
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 0 1 2 3 4 5 6 7 8 9 
774 █  █      █ █ 
775   █     █  █ 
776   █ █   █  █  
777 █  █ █   █  █  
778 █ █ █ █   █  █  
779  █ █ █    █  █ 
780  █  █    █  █ 
781 █ █  █     █ █ 
782 █   █     █ █ 
783    █    █  █ 
784    █ █   █  █ 
785 █   █ █   █  █ 
786 █ █  █ █   █  █ 
787  █  █ █   █  █ 
788  █ █ █ █   █  █ 
789 █ █ █ █ █   █  █ 
790 █  █ █ █   █  █ 
791   █ █ █   █  █ 
792   █  █   █ █  
793 █    █ █  █ █  
794 █   █ █  █ █  █ 
795    █ █  █ █  █ 
796    █   █ █  █ 
797 █   █   █ █  █ 
798 █      █ █  █ 
799       █ █  █ 
800    █  █  █ █  
801 █  █  █   █ █  
802 █ █  █   █ █  █ 
803  █  █   █ █  █ 
804  █  █ █  █ █  █ 
805 █ █  █ █  █ █  █ 
806 █  █  █  █ █  █ 
807   █  █  █ █  █ 
808   █  █ █ █ █ █  
809 █  █  █ █ █ █ █  
810 █ █  █ █ █ █ █  █ 
811  █ █ █ █ █  █  █ 
812  █  █ █ █  █  █ 
813 █ █  █ █ █  █  █ 
814 █   █ █ █  █  █ 
815    █ █ █  █  █ 
816    █  █  █  █ 
817 █   █  █  █  █ 
818 █ █  █  █  █  █ 
819  █  █  █  █  █ 
820  █ █ █  █  █  █ 
821 █ █ █ █  █  █  █ 
822 █  █ █  █  █  █ 
823   █ █  █  █  █ 
824   █   █  █  █ 
825 █  █   █  █  █ 
826 █ █ █   █  █  █ 
827  █ █   █  █  █ 
828  █    █  █  █ 
829 █ █    █  █  █ 
830 █     █  █  █ 
831      █  █  █ 
832      █ █ █  █ 
833 █     █ █ █  █ 
834 █ █    █ █ █  █ 
835  █    █ █ █  █ 
836  █ █   █ █ █  █ 
837 █ █ █   █ █ █  █ 
838 █  █   █ █ █  █ 
839   █   █ █ █  █ 
840   █ █  █ █  █ █ 
841 █  █ █  █ █ █  █ 
842 █ █ █ █  █ █ █  █ 
843  █ █ █  █ █ █  █ 
844  █  █  █ █ █  █ 
845 █ █  █  █ █ █  █ 
846 █   █  █ █ █  █ 
847    █  █ █ █  █ 
848    █ █ █ █ █  █ 
849 █   █ █ █ █ █  █ 
850 █ █  █ █ █ █ █  █ 
851  █  █ █ █ █ █  █ 
852  █ █ █ █ █ █ █  █ 
853 █ █ █ █ █ █ █ █  █ 
854 █  █ █ █ █ █ █  █ 
855   █ █ █ █ █ █  █ 
856   █  █ █ █ █  █ 
857 █  █ █ █  █ █  █ 
858 █ █ █ █ █  █ █  █ 
859  █ █ █ █  █ █  █  

 0 1 2 3 4 5 6 7 8 9 
860   █ █  █ █ █  █ 
861 █  █ █  █ █ █  █ 
862 █    █ █ █ █  █ 
863     █ █ █ █  █ 
864      █ █ █  █ 
865 █     █ █ █  █ 
866 █ █    █ █ █  █ 
867  █    █ █ █  █ 
868  █ █   █ █ █  █ 
869 █ █ █   █ █ █  █ 
870 █  █   █ █ █  █ 
871   █   █ █ █  █ 
872   █ █ █  █ █ █  
873 █  █ █ █  █ █ █  
874 █ █ █ █ █  █ █  █ 
875  █ █ █ █  █ █  █ 
876  █  █ █  █ █  █ 
877 █ █  █ █  █ █  █ 
878 █   █ █  █ █  █ 
879    █ █  █ █  █ 
880    █   █ █  █ 
881 █   █   █ █  █ 
882 █ █  █   █ █  █ 
883  █  █   █ █  █ 
884  █ █ █   █ █  █ 
885 █ █ █ █   █ █  █ 
886 █  █ █   █ █  █ 
887   █ █   █ █  █ 
888   █    █ █  █ 
889 █  █    █ █  █ 
890 █ █ █    █ █  █ 
891  █ █    █ █  █ 
892  █     █ █  █ 
893 █ █     █ █  █ 
894 █      █ █  █ 
895       █ █  █ 
896       █   █ 
897 █      █   █ 
898 █ █     █   █ 
899  █     █   █ 
900  █ █    █   █ 
901 █ █ █    █   █ 
902 █  █    █   █ 
903   █    █   █ 
904   █ █   █   █ 
905 █  █ █   █   █ 
906 █ █ █ █   █   █ 
907  █ █ █   █   █ 
908  █  █   █   █ 
909 █ █  █   █   █ 
910 █   █   █   █ 
911    █   █   █ 
912    █ █  █   █ 
913 █   █ █  █   █ 
914 █ █  █ █  █   █ 
915  █  █ █  █   █ 
916  █ █ █ █  █   █ 
917 █   █ █ █ █  █ █ 
918 █    █ █ █  █ █ 
919     █ █ █  █ █ 
920     █  █  █ █ 
921 █    █  █  █ █ 
922 █   █ █  █  █ █ 
923  █ █  █  █   █ 
924  █   █  █   █ 
925 █ █   █  █   █ 
926 █    █  █   █ 
927     █  █   █ 
928     █ █ █   █ 
929 █    █ █ █   █ 
930 █ █   █ █ █   █ 
931  █   █ █ █   █ 
932  █ █  █ █ █   █ 
933 █   █ █  █ █ █ █ 
934 █    █  █ █ █ █ 
935   █    █ █ █ █ 
936   █   █ █ █ █ █ 
937 █  █   █ █ █ █ █ 
938 █ █   █ █ █ █ █ █ 
939  █ █   █ █ █ █ █ 
940  █  █ █ █ █   █ 
941 █ █    █ █ █ █ █ 
942 █     █ █ █ █ █ 
943    █ █ █ █   █ 
944    █  █ █   █ 
945 █     █  █ █ █  

 0 1 2 3 4 5 6 7 8 9 
946 █ █  █  █  █  █ 
947  █  █  █  █  █ 
948  █ █  █ █  █  █ 
949 █ █ █  █ █  █  █ 
950 █  █  █ █  █  █ 
951   █ █  █ █   █ 
952   █   █ █   █ 
953 █  █   █ █   █ 
954 █ █ █   █ █   █ 
955  █ █   █ █   █ 
956  █    █ █   █ 
957 █ █    █ █   █ 
958 █     █ █   █ 
959      █ █   █ 
960      █    █ 
961 █      █   █ 
962 █ █     █   █ 
963  █     █   █ 
964  █  █   █   █ 
965 █ █  █   █   █ 
466 █  █   █    █ 
967   █   █    █ 
968   █ █  █    █ 
969 █  █ █  █    █ 
970 █ █ █ █  █    █ 
971  █ █ █  █    █ 
972  █  █  █    █ 
973 █ █  █  █    █ 
974 █   █  █    █ 
975    █  █    █ 
976    █ █ █    █ 
977 █   █ █ █    █ 
978 █ █  █ █ █    █ 
979  █  █ █ █    █ 
980  █ █ █ █ █    █ 
981 █  █ █ █ █ █   █ 
982 █   █ █ █ █   █ 
983    █ █ █ █   █ 
984    █  █ █   █ 
985 █   █  █ █   █ 
986 █  █ █  █ █   █ 
987   █ █  █ █   █ 
988   █   █ █   █ 
989 █ █   █ █    █ 
990 █    █ █    █ 
991     █ █    █ 
992     █     █ 
993 █    █     █ 
994 █ █   █     █ 
995  █   █     █ 
996  █ █  █     █ 
997 █   █ █  █   █ 
998 █    █  █   █ 
999   █    █   █ 
1000   █   █ █   █ 
1001 █  █   █ █   █ 
1002 █ █   █ █ █   █ 
1003  █ █   █ █   █ 
1004  █    █ █   █ 
1005 █ █    █ █   █ 
1006 █     █ █   █ 
1007    █ █     █ 
1008    █      █ 
1009 █     █    █ 
1010 █ █    █    █ 
1011  █    █    █ 
1012  █ █   █    █ 
1013 █ █   █ █    █ 
1014 █  █   █    █ 
1015   █   █    █ 
1016   █       █ 
1017 █    █     █ 
1018 █   █ █     █ 
1019  █ █       █ 
1020  █        █ 
1021 █ █        █ 
1022 █         █ 
1023          █  
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4 Recommendation Site Selection / Standard Installation 

In general wind measurement instruments should be able to detect the wind conditions of a large 
area. In order to obtain comparable values when determining the surface wind, measurements 
should be taken at a height of 10 meters over an even area with no obstacles. An area with no ob-
stacles means that the distance between the wind direction transmitter and an obstacle should be 
at least 10 times the height of the obstacle (s. VDI 3786 Part 2). If it is not possible to fulfill this con
dition then the wind direction transmitter should be set up a height where local obstacles do not 
influence the measured values to any significant extent (approx. 6-10 m above the obstacle). The 
wind direction transmitter should be set up in the center of flat roofs and not on the edge in order to 
avoid any preferential directions. 

-

 

5 Installation 

5.1 Mounting of the Wind Vane 

-

• 

Before the wind direction transmitter can be installed at a selected site, the wind vane and the bal-
ance weight must be mounted at the adaptors of the wind direction transmitter. The individual proc
ess steps are explained in the following list, and by the drawing (figure 1). Necessary tool: Philips 
screw driver. 

• Wind vane: 

• Remove the screw M3 from the thin adaptor. 

• Put the wind vane onto the thin adaptor. (The longer part of the wind vane deflector must 
indicate upward). 

• Put the screw M 3 through the hole of the wind vane from below into the adaptor, and screw  
tight. 

• Balance weight: 

• Remove the screw M3 from the thicker adaptor. 

• Put the balance weight onto the thicker adaptor. 

Put the screw M 3 through the hole of the balance weight from below into the adaptor, and 
screw  tight. 

Remark:  
As the screws are covered with locking varnish they are rough-running with the 
fastening. 
The screw head must be immersed completely in the counter-bore of balance 
weight and wind vane! 
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Figure 1: Mounting of the wind vane 

5.2 Electrical Mounting 
Solder a shielded cable with diameter 7-8 mm and a core cross-section of 0,5...0,75 mm² to the 
enclosed coupling socket. 

• The number of necessary wires is given in the connection diagram (chapter 8). 

 

Cable recommendation 

 

Adaptor Wind vane Balance weight 

Screw M3

Set screw M6 North mark 

Screw M3 

Deflector 

Type/ No. of cores /Diameter Cable diameter 
LIYCY 4 x 0,75 mm² 
LIYCY 5 x 0,50 mm² 
LIYCY 6 x 0,75 mm² 
LIYCY 7 x 0,50 mm² 
LIYCY 8 x 0,50 mm² 

ca. 7    mm 
ca. 7    mm 
ca. 7,7 mm 
ca. 7,5 mm 
ca. 8    mm 

 

5.3 Mechanical Mounting 
Mount the transmitter onto a pipe socket of R 1“ (Ø 33,5 mm) and a length of 25 mm. The  pipe 
socket must have an internal diameter of at least 25 mm as the wind direction transmitter must be 
connected electrically with a plug from below. After electrical connection the wind direction transmit
ter is put onto the pipe socket, and is fixed by means of 2 threaded pins (female hexagon 3 mm) at 
the base of the transmitter. 

-

 

Attention:  
Storing, mounting and operation under weather conditions is permis-
sible only in vertical position, as otherwise water can get into the in-
strument. 



 

5.4 North Alignment 
 

Remark:  
When the wind direction transmitter is in operation, the north marking (line mark) 
at the base of the transmitter must indicate to the geographical north.  

5.5 Plug mounting  
Coupling socket  507550 (Binder, Serial 423), EMC with cable clamp 

 

View X 

Cable- pull- relief 

 
Cable mounting 1 

 

 

 

1. Stringing parts on cable acc. to plan 
given above.  

2. Stripping cable sheath 20 mm  
Cutting uncovered shield 15 mm  
Stripping wire 5mm.   
 
Cable mounting 1 
Putting shrink hose or insolating tape be-
tween wire and shield. 
 
Cable mounting 2 
If cable diameter permits, put the shield 
backward on the cable sheath. 

3. Soldering wire to the insert, positioning 
shield in cable clamp. 

4. Screwing-on cable clamp. 

5. Assembling remaining parts acc. to up-
per plan.  

6. Tightening pull-relief of cable by screw-
wrench (SW16 und 17). 

Cable mounting 2 
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View X

wire Cable clamp shield Cable shield 

View X
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6 Connecting Diagram 

 

Order-No. 

 

4.3150.00.001 
4.3150.10.001 
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Order-no 4.3150.10.xxx (w/o heating) PIN 7 and 8 are not connected 

 

View on the 
soldered joint 
of the counter 
plug 

 

 

 

 

 

3
7

8
6

1
42

5

Contact Name Function 
1 ------------ Not connected 

2 GND Supply ground 

3 +Vcc Supply 3,3 V ... 42 V DC 

4 Clock Serial-synchron Clock 

5 Data Serial-synchron Data 

6 DIG-GND Digital ground 

7 

8 
HZG 

Heating supply: 
Voltage: 24 V AC/DC 
Power:  25 W 

 



 

7 Serial-synchronous Interface 

The serial-synchronous interface has a unidirectional two-leads-interface. When no data query is 
carried out the wind transmitter is in standby-mode. On the first received clock pulse the 10 bit 
measuring value of the wind direction plus status but is accepted in a shift register, and the LSB is 
connected to the data output. In parallel, the new measuring process is starting. The simultaneous 
data output and the starting of a measuring process mean that always the last measuring value is 
output (see figure 2).  

After 16 clock  pulses the WD-code plus status bit is output (see table 2). The identification as 10 
bit word is carried out through the characteristic bit, and the control of transmission errors is done 
by the parity bit. 

The parity is formed over all 16bit. Parity bit = 1 when the sum of bit0 – bit15 is even. 
 

 

 

 

 

 

 

Figure 2: Wind-Direction Transmission 

 

 

            Byte 1    Byte 0 
15 Bit 8  7 Bit 0
1 x x 0 0 0 1 1  0 1 1 0 0 1 1 1
 
                                      10 Bit data 
 
                Not used 16 bit identification
           10/12bit 
       Parity bit (even) 

WD-measuring 

Clock 

Data 

 

  16 bit identification 
 
10/12bit Data bits  

0 10  
1 12  

Figure 1: Protocol 
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Table 2: Interface specification “serial- synchron.“ 

8 Placing into Operation 

Connect the wind transmitter to a power supply unit and a serial-synchronous interface, as de-
scribed in the connection diagram. After connection of the supply voltage, and after a delay  
of t (v) = 5sec, while the interface is inactive, the wind direction data can be recalled via the inter-
face. 

 

 

 

 

 

 

 

Figure 3: Data- out activation 

9 Maintenance 

If properly installed, the instrument requires no maintenance. Heavy pollution can lead to blockage 
of the slot between the rotating and the stable parts of the transmitter. Thus it is advisable to re-
move the accumulated dirt from the instrument. 

Certain symptoms of wear and tear can appear on the ball bearings after years of use. These 
symptoms are expressed in a lowered sensitivity of response, standstill or run-noises of the ball 
bearings. In case that such disturbances might occur we recommend to return the instrument - in 
original package – to the factory for maintenance work. 

Parameter Symbol   Min   Max Unit 
Start pulse (1. clock pulse)    ts     2    10 ms 
Converter time until  
meas. Value appears 

   tw     -      1,5 ms 

Clock pulse length    tc   0,2    10  ms 
Meas. value length    f     -    30  Hz 

 

ts tc

tw LSB MSB 16 Bit

Data

Clock

 

Data  

Vcc  

t(v) Data activ  
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10 Technical Data  

Characteristic Description 

Measuring range 0 ... 360 ° 

Measuring Accuracy 0,5° 
Resolution of measuring value 0.35°  

Survival speed  85 m/s up to  0,5 h  

Permissible ambient conditions 
for operation 

-50 ... +80°C 
all occurring situations of rel. humidity incl. dew moistening 

Output 16 bit serial synchronous  
(see Table 2: Interface specification “serial- synchron.“) 

Output-Code Thies Gray Code 10 bit  
(see Table 1: 10 bit Wind Direction Gray Code) 

Electrical output Data (out), Clock  
I (Data (out) max = 10 mA 
Clock (in) see table x   
Power- On delay 5sec 

Data-Out (Amplitude) Vcc (max = 15V) 

Clock-IN (Amplitude) 3,3V …Vcc  

Starting threshold < 0,5 m/s at 10° amplitude 

Delay distance < 1 m (acc. to ASTM D 53666 – 96) 

Damping ratio D > 0,25 (acc. to ASTM D 53666 – 96) 

Quality factor K > 1 

 

D   damping ratio, 
  angular frequency of undamped oscillation, 

  air density 
  wind speed. 

0ω
ρ
u

Heating Surface temperature of housing neck > 0 °C 
at 20 m/s up to –10 °C air temperature, at 10 m/s up to –20 °C 
using the Thies icing standard 012002 on the housing neck 
heating regulated with temperature sensor 

Electrical supply (Vcc) Vcc      3,3 V DC ...42 V DC  
Icc    < 1.4 mA  in standby  
Icc    ≈ 2.5 mA  10Hz query rate 

Electrical supply for heating  24 V AC/DC (galvanically isolated from housing) 
Pmax = 25 W 

Connection 8-pole plug connection for shielded cable in the shaft 
(see  connecting diagram) 

04 DK
u

⋅ ⋅ω
=

ρ⋅

 14 - 18 021535/06/07 



Mounting Mounting on mast 1“( DIN EN 10255; 1“= Ø 33,4 mm) ,  
Remark: mounting on mast 1½ “ is possible with separate  
               adapter (option). 

Dimensions  See dimensional drawing 

Weight ca. 0,7 kg 

Protection IP 55 (DIN 40050) 

EMC EN 61000-6-2:2001 (immunity) 
EN 55022:2001, Class B (interfering transmission) 

 

11 Dimensional drawing  
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12 Accessories 

The following accessories are available for the wind direction transmitter: 

Traverse 0,6 m 

For mounting the wind speed 
and wind direction transmitter 
jointly onto a mast 

4.3174.00.000 Horizontal sensor distance: 0,6 m  
Vertical sensor distance: 0,2 m 
Mast receptacle:  48 - 50 mm  
Material:  Aluminum, anodised 
Dimensions:  tube Ø 34x4mm, 
    668 mm long, 756 mm high 

 

Hanger  
–FIRST CLASS- 1m 

For the lateral mounting of a 
wind speed and wind direc-
tion transmitter onto a mast 
tube.. 

4.3184.01.000 Sensor distance to mast: 1 m  
Mast clamp:   40 – 80 mm 
Tube diameter:  34 mm 
Material:   Aluminum  
 

 

Lightning rod 
For mounting the a/m trav-
erse or hanger. 

4.3100.98.000 Dimension:   Ø 12 mm, 500 mm long,  
    1050 mm high 
Material:   Aluminum 

Please contact us for other accessories such as cables, power supply units, masts, as well as for 
additional mast- or system-constructions. 

Example: Wind transmitter with traverse and lightning rod. 
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13 EC-Declaration of Conformity 
EC-Declaration of Conformity, Document-No.:001584 Month: 06 Year: 07 

Manufacturer: A D O L F   T H I E S   G m b H   &   C o.  K G 
Hauptstr. 76 
D-37083 Göttingen  
Tel.: (0551) 79001-0  
Fax: (0551) 79001-65  
email: Info@ThiesClima.com 

Description of Product:  Wind Direction Transmitter  FIRST CLASS 

4.3150.00.000 4.3150.00.001 
4.3150.00.141 

4.3150.00.400 4.3150.10.000 
4.3150.10.141 

4.3150.10.400 

021534/06/07 

2004/108/EC  DIRECTIVE  2004/108/EC OF THE EUROPEAN PARLIAMENT AND OF THE COUNCIL 
of 15 December 2004   on the approximation of the laws of the Member States relating to elec-
tromagnetic compatibility  and repealing Directive  89/336/EEC 

552/2004/EC  Regulation (EC) No 552/2004 of the European Parliament and the Council of 10 March 2004  
on the interoperability of the European Air Traffic Management network  
(the interoperability Regulation) 

Safety requirements for electrical equipment for measurement, control and 
laboratory use.      Part 1: General requirements 

Article No. 4.3150.00.012 4.3150.00.110 
 4.3150.00.140 4.3150.00.161 4.3150.00.212 
 4.3150.10.001 4.3150.10.110 
 4.3150.10.140 4.3150.10.161 4.3150.10.212 
    
specified technical data in the document: 021413/08/06; 021479/12/06; 021513/10/06; 021516/12/06 

The indicated products correspond to the essential requirement of the following European Directives and Regulations: 

73/23/EEC  COUNCIL DIRECTIVE of 19. Feb.1973 on the harmonization of the law  of  Member States  
relating to electrical equipment designed for use within certain voltage limits  (73/23/EEC) 

The indicated products comply with the regulations of the directives. This is proved by the compliance with the following 
standards: 

Reference number Specification 

EN61000-6-2:2002 Electromagnetic compatibility 
Immunity for industrial environment 

EN61000-6-3:2002 Electromagnetic compatibility 
Emission standard for residential, commercial and light industrial environments 

EN61010-1:2001 

  Date: 22.06.2007 
This declaration certificates the compliance with the mentioned directives, howe

Please pay attention to the security advises of the provided instructions for use.

       issuer: 
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ADOLF THIES GmbH & Co. KG
Hauptstraße 76         37083 Göttingen Germany 
P.O. Box  3536 + 3541             37025 Göttingen 
Phone ++551 79001-0        Fax ++551 79001-65 
www.thiesclima.com           info@thiesclima.com

 

- Alterations reserved - 
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